
DRAIN MARINE

FOR ALU STRUCTURES
INSTALLATION INSTRUCTIONS
MONTAGEANLEITUNG
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Marine drains and pipe penetra-

installation.
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1. Description 1. Beschreibung
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2. Welding 2. Einschweißen

UK
3.A Preparation
1. Smoothen out the weld, 
removing burrs, splashes and other 
defects
2. Degrease and clean the surface 
thoroughly
3. Sand the surface to make it 
rough, and subsequently remove 
all abrasive dust 
3.B Coating
4. Apply 3 layers of coating in 
accordance with the coating 
supplier’s instructions
5. IMPORTANT! While applying 
the coating make sure that the 
interface between aluminium 
and stainless steel is completely 
covered. See illustration.

BLÜCHER does not accept any 
responsibility in connection with 
coating and refers only to the 
coating supplier’s instructions and 
recommendations.

D
3.A Vorbereitungen
1. Die Schweißung glätten und 
dabei Gräte, Spritzer und andere 
Defekte entfernen 
2. Die Oberfläche abfetten und 
sorgfältig reinigen
3. Die Oberfläche rau schleifen 
und danach allen Schleifstaub 
entfernen 
3.B Anstreichen
4. Drei Schichten Schutzanstrich 
gemäß den Anweisungen des 
Anstrichlieferers auftragen 
5. WICHTIG! Beim Auftragen des 
Schutzanstrichs darauf achten, daß 
der Übergang zwischen Aluminium 
und Edelstahl vollständig gedeckt 
wird. Siehe Bild. 

BLÜCHER lehnt jede Verantwortung 
im Zusammenhang mit dem 
Anstreichen ab und verweist auf 
die Anleitungen und Empfehlungen 
des Anstrichlieferers.

3. Coating 3. Anstreichen
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